Thank you for purchasing a RadioShack 
Video Surveiiiance Switchbox. With its 
intercom function, this switchbox enabies you 
to fuiiy utiiize a TV as a monitor device. It is 
designed for use with RadioShack 49-251 5 
(Va-inch B&W Indoor/Outdoor Camera) or 
49-2516 (Va” Coior Indoor/Outdoor Camera). 



2-Channel Camera Input — iets you 
connect two cameras to the switchbox. 

Selectable Trigger — lets you set three 
different options for the alarm trigger: PIR 
(passive infrared), AUDIO, or PIR + AUDIO. 

Switches for Audio Sensitivity Level — let 

you adjust the audio trigger sensitivity level 
for each camera’s input separately. 

Multicolored LED Indicators — let you see 

the status of power, alarm, and intercom, and 
scan time setting. 

Intercom Function — enables two-way 
communication between cameras and your 
switchbox (through a TV/monitor’s speaker). 

Auto and Manually Scan Function — lets 
you choose between automatic scans and 
displays of each channel or scanning 
manually. 

Inline Audio Buzzer Warning — activates 
the buzzer when the unit is triggered while 
the alarm is armed. 


CONNECTIONS 

You can power the switchbox using a 1 5V 
DC, 500mA adapter (not supplied)*. 

Always connect the adapter to the switchbox 
before you connect it to AC power. When you 
finish, disconnect the adapter from AC power 
before you disconnect it from the switchbox. 

Follow these steps to connect the switchbox 
to your cameras and TV/monitor. 

1 . If necessary, connect the cameras’ mini- 
DIN plugs into the mini-DIN sockets of 
extension cables. 

2. Connect the cameras’ mini-DIN plugs (or 
the extension cables’ mini-DIN plugs, if 
necessary) into the mini-DIN sockets 
CAM1 and CAM2 on the back of the 
switchbox. 

3. Connect the yellow RCA plug of the 
supplied 6-foot adapter cable to the 
video input jack of your TV or monitor, 
and connect the white RCA plug of the 
cable to the audio input jack of your TV 
or monitor. 

4. Connect the mini-DIN plug of the adapter 
cable to the OUTPUT mini-DIN socket on 
the back of the switchbox. 

5. Connect a 15V DC adapter to the DC 15V 
jack on the back of the switchbox. 

6. Connect the DC adapter to a standard 
AC outlet.ty 
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AC POWER ADAPTER 


! IMPORTANT ! 

If an icon appears at 
the end of a 
paragraph, go to the 
box on that page with 
the corresponding 
icon for pertinent 
irVprmation. 

— Warning 
! — Important 
* — Caution 
— Hint 
O’ — Note 


NOTE O' 

The green POWER 
indicator lights when 
you power the 
switchbox and the unit 
sounds two beeps after 
you complete the 
connection. 


» CAUTION et 

A You must use 
a Class 2 
power source 
that supplies regulated 
15V DC and delivers 
at least 500 mA. Its 
center tip must be set 
to positive and its plug 
must fit the 
switchbox's DC15V 
jack. Using an adapter 
that does not meet 
these specifications 
could damage the 
switchbox or the 
adapter. 


Limited Ninety-Day Warranty 


This product is warranted by RadioShack against manufacturing defects 
in material and workmanship under normal use for ninety (90) days from 
the date of purchase from RadioShack company-owned stores and au- 
thorized RadioShack franchisees and dealers. EXCEPT AS PROVIDED 
HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES AND ANY 
IMPLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY 
AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DU- 
RATION TO THE DURATION OF THE WRITTEN LIMITED WARRAN- 
TIES CONTAINED HEREIN. EXCEPT AS PROVIDED HEREIN, 
RadioShack SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO 
CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RESPECT 
TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDI- 
RECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARIS- 
ING OUT OF ANY BREACH OF THIS WARRANTY, INCLUDING, BUT 
NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVE- 
NIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT 
OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL 
DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE POS- 
SIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty 
lasts or the exclusion or limitation of incidental or consequential dam- 
ages, so the above limitations or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the prod- 
uct and the RadioShack sales receipt as proof of purchase date to any 
RadioShack store. RadioShack will, at its option, unless otherwise pro- 
vided by law: (a) correct the defect by product repair without charge for 
parts and labor; (b) replace the product with one of the same or similar 
design; or (c) refund the purchase price. All replaced parts and products, 
and products on which a refund is made, become the property of Ra- 
dioShack. New or reconditioned parts and products may be used in the 
performance of warranty service. Repaired or replaced parts and prod- 
ucts are warranted for the remainder of the original warranty period. You 
will be charged for repair or replacement of the product made after the ex- 
piration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attribut- 
able to acts of God, abuse, accident, misuse, improper or abnormal us- 
age, failure to follow instructions, improper installation or maintenance, 
alteration, lightning or other incidence of excess voltage or current; (b) 
any repairs other than those provided by a RadioShack Authorized Ser- 
vice Facility; (c) consumables such as fuses or batteries; (d) cosmetic 
damage; (e) transportation, shipping or insurance costs; or (f) costs of 
product removal, installation, set-up service adjustment or reinstallation. 
This warranty gives you specific legal rights, and you may also have other 
rights which vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, 
TX 76102 
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OPERATION 

Setting the Alarm Status 


Slide the alarm switch to ALARM to turn on 
the alarm. When the alarm is on, the yellow 
ALARM Indicator lights and the switchbox 
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O' NOTE O' 

• If the system 
powers on, and 
there is no camera 
connected, the 
alarm sounds to 
alert the user. 

• If either camera is 
removed, or if a 
connection is 
broken during 
normal operation, 
the alarm sounds 
to alert the user. If 
this happens, 
immediately check 
the connection to 
make sure no 
intruders have 
entered onto the 
property. 


O' NOTE O' 

• The switchbox 
broadcasts your 
voice to the 
camera currently 
viewed on the 
monitor. 

• If the switchbox is 
in auto-scan 
mode, scanning 
is interrupted. 
Scanning 
resumes five 
seconds after 


O' NOTE O' 

• The AUTO/ 
MANUAL/ 
INTERCOM 
indicator lights 
green when the 
switchbox is in 
auto-scan mode. 

• While In the auto- 
scan mode, the 
switchbox 
automatically 
switches the 
monitor to view the 
area covered by 
the camera which 
triggered the alarm 
and does not 
switch to the other 
camera until the 
alarm ends. 

• The switchbox will 
not automatically 
switch camera 
views while in 
manual mode, 
regardless of a 
triggered alarm. 


sounds the buzzer if a trigger is received frem 
the cameras’ sensors. 

To turn off the alarm, slide the switch to OFF. 

Setting the Alarm Time 

To adjust the alarm time from 5 to 30 
seconds, rotate ALARM TIME on the right side 
of the switchbox. 

Setting the Trigger 
Sources 

Slide the trigger switch to PIR (to set the 
switchbox to be triggered by motion in 
cameras’ viewing areas), AUDIO (tc set the 
switchbox to be triggered by sounds in 
cameras’ viewing areas), or PIR+AUDIO (to 
set the switchbox to be triggered by both 
motion and sounds). 

To turn off the auto-trigger function, slide the 
switch to OFF. 

Setting the Audio 
Sensitivity 

You can set each camera’s audio trigger 
sensitivity level separately. 

To set the sensitivity level for camera 1 , 
rotate AUDIO SENSITIVITY 1 on the right side 
of the switchbox to the desired level between 

LOW and HIGH. 

To set the sensitivity level for camera 2, 
rotate AUDIO SENSITIVITY 2 on the left side of 
the switchbox to the desired level between 

LOW and HIGH. 

Scanning 

In the auto-scan mode, the monitor receives 
the signal from each camera alternately at an 
interval you can adjust. The switchbox is 
preset to auto-scan mode, and the scan time 
is preset to two seconds. O' 

Press AUTO/MANUAL to toggle between 
auto-scan and manual-scan mode. 

Press CAMERA SELECT to switch between 
the twc cameras in the manual-scan mode. 

Follow these steps to change the scan time. 

1 . Press and hold CAMERA SELECT for 
about two seconds. The green AUTO/ 
MANUAL/INTERCOM indicator flashes 
steadily, and the scan time changes from 
two to five secends. 


3. Press and hold CAMERA SELECT for 
about two seconds again. The green 
AUTO/MANUAL/INTERCOM indicater 
lights, and the scan time changes from 
10 to two seconds. 

Intercom Function 

You can talk with a person near a camera 
using the intercom function. 

1 . To talk to someone near a camera, press 
and hold INTERCOM on the switchbox. 
The red AUTO/MANUAL/INTERCOM 
indicator lights. O' 

2. Speak into the switchbox. 

3. To listen te the person from your TV or 
monitor speaker, release INTERCOM. 

CARE 

Keep the switchbox dry; if it gets wet, wipe it 
dry immediately. Use and store the switchbox 
only in normal temperature environments. 
Handle the switchbox carefully; do not drop it. 
Keep the switchbox away from dust and dirt, 
and wipe it with a damp cloth occasionally to 
keep it looking new. 

SERVICE AND REPAIR 

If your switchbox is not performing as it 
should, take it to your local RadioShack store 
for assistance. Modifying or tampering with 
the switchbox’s internal components can 
cause a malfunction and might invalidate its 
warranty. 

SPECIFICATIONS 

Channels 2 

Alarm Time 5 to 30 seconds 

Scan Time 2, 5 and 10 seconds 

Operation Voltage 1 5V DC 500mA 

Dimensions 1^/i6x 5 Vs x 3 ®/i6 inches 

(37 X 140 X 90mm) 

Weight 6.3 oz (180 g) 

Specifications are typical; individual units might 
vary. Specifications are subject to change and 
improvement without notice. 


2. Press and hold CAMERA SELECT for 
about two seconds again. The green 
AUTO/MANUAL/INTERCOM indicator 
flashes quickly, and the scan time 
changes from five to 10 seconds. 
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